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				Catalog produse


		Encodere incrementale

		• Encodere miniatura

    
		• Encodere normale

    
		• Encodere robuste

    
		• Encodere cu rezolutie inalta

    
		• Encodere pentru motoare

    
		• Encodere cu tahogenerator

    
		• Encodere cu pinion

    
		• Encodere speciale

    
		• Encodere low cost

    
		• Encodere cu dubla rezolutie

    
		• Encodere explosion proof

    
		Encodere absolute

		• Encodere single turn

    
		• Encodere multiturn

    
		• Encodere explosion proof

    
		• Encodere Profibus

    
		• Encodere CANOPEN

    
		• Encoder DEVICENet

    
		• Encodere INTERBUS

    
		• Encodere ETHERNET

    
		Verniere

		• Verniere de panou

    
		• Verniere portabile

    
		Encodere liniare

		• Encodere cu pinion pentru cremaliera

    
		• Rigle de sticla

    
		• Encodere cu fir

    
		• Traductoare liniare potentiometrice

    
		Encodere magnetice

		• Encodere incrementale

    
		• Encodere absolute

    
		• Potentiometre magnetice

    
		Indicatoare digitale.Afisaje

		Accesorii

	 



	

	 			Oferte speciale
						
		 
	

            
            Encoder incremental

            
            Model 64
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 Max pulses/rev: 5000
Max freq.: 100kHz
Power supply: 5 ÷ 30V

Dimensions: 77x114 
Shaft: metric wheel with 200mm development 
Weight: about 320 g






Fisa tehnica (PDF): Model 64

 
     

      
	 

			 
	

            
            Convertor f/I - f/f

            
            5223
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Intrare: toti senzorii standard 0...20kHz
Iesire: mA, V, impuls NPN/PNP/relee
2 x relee SPST, AC:500VA 

Izolare galvanica: intrare/iesire/alimentare 
   

      

	 

			 
	

            
            Encoder incremental

            
            Model 58H
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 Max pulses/rev: 25000
Max freq.: 300kHz
Power supply: 5 ÷ 30V

Dimensions: ø 58x54
Shaft: ø 10x18
Weight: about 320 g


   

      

	 


					
		 
	

            
            Encoder cu fir

            
            Model EFK600
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 Digital output: Incremental
Potentiometer output: 1kOhm
Analogic output: 4÷20mA o 0÷10V

Length: 6000 mm
Resolutions: 0,1mm , 1mm
Power supply: 5 ÷ 30V 
   

      

	 

			 
	

            
            Encoder incremental

            
            Model 38CR

            

            
            
            			
      [image: Encoder incremental]
	  
      			

   
 Max pulses/rev: 2500
Max freq.: 100kHz
Power supply: 5 ÷ 24V

Dimensions:  70x71 
Pinion: 16 teeth
Weight: about 240 g 


   

      

	 

			 
	

            
            Encoder incremental

            
            Model 90G
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 Max pulses/rev: 25000
Max freq.: 300kHz
Power supply: 5 ÷ 30V

Dimensions: ø 90x100
Shaft: ø 12x30
Weight: about 2000 g
Completely stainless steel


   

      

	 


					
		 
	

            
            Encoder absolut

            
            Model 359C
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 Max resolution: 8192 (13 bits)
Codes: Gray, Excess, Binary, BCD, Custom
Power supply: 5 ÷ 30V
Dimensions: ø 59x67
Hollow shaft: ø 6÷16
Weight: about 300 g


   

      
	 

			 
	

            
            Encoder magnetic 

            
            Model M38Q
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 Max pulses/rev: 2048(mutiplicable x4 by Customer)
Power supply: 5÷30V
Dimensions: ø 38x39
Shaft: ø 6,35x14
Weight: about 100 g  
   

      

	 

			 
	

            
            Encoder absolut CANOPEN

            
            Model 963C
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 Max res.: 230 on 16384 revol.
Interface: CAN programmable
Codes: Binary
Power supply: 10 ÷ 30V
Version: Singleturn or Multiturn
Max dimensions: ø 63x102
Shaft: ø 10
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  		Cautare rapida



  		

  
  	
      
      
      
      
    

      
        
      

      
      Cautare avansata

      

    	 





	
			Marci produse


		Carlo Gavazzi
		Elcis Encoder
		PR Electronics
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